25 OR MORE @20 1D
HOLES (ON RADIUS)
- 265
0 METAL GRATE NOTES
/ . 16 1. DIMENSIONS SHOWN ARE MINIMUM ACCEPTABLE SIZE ONLY.
| , L 2. BODY TYPE IS THE SAME FOR TYPE 'A' AND 'C' BUCKETS.
| _H 0. 5 3.  ALL DIMENSIONS SHOWN IN MILLIMETRES.
3
o w TYPE A - BUCKET TO BE USED WHERE THERE IS FISH PROCESSING,
<lua VEGETABLE PROCESSING, BIN WASH AREAS, MOTOR TRADES AND
— &S WASH BAYS. PLEASE NOTE THESE BUCKETS MAY FORM PART OF A
3 2 8 o »e PRE-TREATMENT SYSTEM.
AV < N
o S # T ﬁ 10 PLAN ELEVATION TYPE C - BUCKET TO BE USED IN ALL OTHER PROCESSES
o, T =21 i.e. VEGETABLE PROCESSING, BUTCHERING ETC.
} 10mm SWAGE DETAIL OF METAL GRATE
1 - FOR FURTHER ADVICE CONTACT TASWATER TRADE WASTE SECTION.
2 / TYPE 'C' BUCKET
9 q 3mm HOLES OVER
\ / ENTIRE BUCKET B @223 __ 8mm ROLLED
INCLUDING -  EDGE
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AN | - - \ ——
| § B v ///x o | ]
‘ B D Ooo,
Of/%‘ o
< s ,%\ 3 P MAX. @3.5mm
N / ) ™ o] HOLES
L0
3 < Q FULLY
- / PERFORATED
BUCKET
I B SECOND FIXED
| e e N SCREEN (@3mm) I ‘
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ELEVATION - 205 - - 205 -
TYPE 'A' BUCKET TYPE 'C' BUCKET
THESE STANDARD DRAWINGS ARE PROVIDED AS A GUIDE.
THE DESIGNER SHOULD ENSURE THAT THE PRETREATMENT SOLUTION IS
DESIGNED TO ENSURE COMPLIANCE WITH TASWATER DISCHARGE QUALITY
REQUIREMENTS AND ALL OTHER REGULATORY REQUIREMENTS TO BE READ IN CONJUNCTION WITH TASWATER PRETREATMENT GUIDELINES
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