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FIXED GRATING

NOTES

1. THE INTERNAL SURFACES MUST BE  ACID RESISTANT.

2. THE INTERNAL SURFACE MUST BE AN INTEGRAL PART OF THE WALL AND BASE.

3. THE NEUTRALISING TANK IS TO BE LOCATED IN A POSITION SO AS TO PROVIDE

READY ACCESS FOR MAINTENANCE AND INSPECTION PURPOSES.

4. WHERE A NEUTRALISING TANK IS TO BE INSTALLED OUTSIDE A BUILDING,

CONSIDERATION SHOULD BE GIVEN TO FITTING AIRTIGHT COVERS, OF

APPROPRIATE STRUCTURAL STRENGTH FOR WHERE PEDESTRIAN OR

VEHICULAR TRAFFIC IS LIKELY, VENTING THE CHAMBER

5. THE pH OF DISCHARGE MUST BE BETWEEN 6.0 AND 10.0.

6. THE 3 BAFFLES MUST BE EQUALLY SPACED THROUGH THE TANK LENGTH.

7. THE SIZE OF THE MARBLE CHIPS SHALL BE WITHIN 40mm AND 60mm RANGE.

8. THE OUTLET MUST BE CONNECTED TO A DISCONNECTOR GULLY FITTED WITH

LOOSE FITTING GRATE OR SCREWED CAP.

9. ALL MEASUREMENTS SHOWN ARE IN MILLIMETRES.
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on site by the user prior to construction.
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1 - GENERAL UPDATE. SEE HPE RECORD NO. 19/136338

B - INITIAL ISSUE

TO BE READ IN CONJUNCTION WITH TASWATER PRETREATMENT GUIDELINES

THESE STANDARD DRAWINGS ARE PROVIDED AS A GUIDE.

THE DESIGNER SHOULD ENSURE THAT THE PRETREATMENT SOLUTION IS

DESIGNED TO ENSURE COMPLIANCE WITH TASWATER DISCHARGE QUALITY

REQUIREMENTS AND ALL OTHER REGULATORY REQUIREMENTS
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